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GROUP I 


TRUSCON DEALER PRICE LIST 


ZONE A 





STEEL BASEMENT WINDOWS 


Window List 
Type Lights Opening Size Price 
Five standard stock eetaae : es sete on “ fs 
i : - 9% = 2 
ee ee SP ote 3 a sie ay Bas 
Pai ottom Tach . 12”x18” 3 3'. 3I4"x1'- 9” 5.70 
; rices pogares eA ve 14x20” 2 2'. 704"x1'-11" BS 
pee “Westohanaudog Mullions—12”,, 18” or 20” 1.00 
Unless specified Only made in top hinged. 
otherwise, top Minimum Carload 24,000 lbs. 





hinged basement 
windows will always 


Weight Factor—5.0 
be shipped. 


TOP HINGED BOTTOM HINGED 
SCREENS FOR BASEMENT WINDOWS 





Screens for basement win- 
dows list price—each .......... $4.00 


Screens with 18 mesh 
bronze cloth—List Price— 
Te) NSO ir tes ena eek cement AB $4.35 


Note: A crating charge is 
added on all orders of less 
than 6 screens. 


List Price, per order ............ $1.50 
Minimum Carload 24,000 lbs. 
Weight Factor—1.0 


Screening is simple. Four holes are pro- 
vided in the outside frame of each base- 
ment window for bolting screen frame se- 
curely in place to Truscon Basement win- 
dows. 


Screens for basement windows are carried 
in stock at the plant for immediate ship- 
ment. 





Screens have steel frames and 16 mesh 


BASEMENT SCREEN bronze cloth. 





STORM WINDOWS 





STORM WINDOW 
UTILITY WINDOWS 





PROJECTS OUT 


FOR BASEMENT WINDOWS 


Storm windows reduce materially the heat 
loss through the window thus saving fuel 
during the cold weather and power con- 
sumption for summer cooling. Price in- 
cludes storm window completely glazed and 
ready for installation. Storm windows 
utilize the same preparation as Basement 
window screens. 


Especially adapted for 
use in basements and ga- 
rages. The narrow steel 
members and large glass 
areas (12” x 20” in ven- 
tilator; 13” x 20” in two 
fixed outside glass lights; 
12” x 20” in center fixed 
light) give maximum day- 
light. Furnished in two 
types, projecting out or 
projecting in. Unless spec- 
ified otherwise, project- 
ing out Utility Windows 
will always be shipped. 
Width—3’-4’ 
Height—3’'-754" 


SCREENS FOR UTILITY WINDOWS 





UTILITY WINDOW SCREEN 


For Utility Windows with inward project- 
ing ventilators, a fixed screen attached to 
the outside is the more practical. The 
ventilator can be opened or closed without 
opening or disturbing the screen. Screens 
are easily removed or installed from the 
inside. When conditions do not permit the 
use of inward projecting ventilators, top 
hinged screens are recommended. The 
screen must be opened before operating 
the ventilator. Screens have steel frames 
and 16 mesh bronze cloth. 


Screens 
bronze cloth—List Price— 


Storm Window for any 


standard basement win- 


dow— 
List Price—each ............. $10.40 
Note: A crating charge is 


added on all orders 

of less than 16 win- 
dows—List, 

Per OFMEF i... cscs $6.00 


Minimum carload 30,000 lbs. 


Weight Factor—3.0 


Utility Window 
List Price—each .................. $12.00 


Mullions—List Price—each $1.50 


Minimum Carload 24,000 lbs. 


Weight Factor—5.0 


Screens for Utility Win- 
dows—List Price—each .... 


$4.00 


with 18 mesh 


$4.35 


Note: A crating charge is 

added on all orders of less 

than 6 screens. 

List Price—per order ............ $1.50 


Minimum Carload 24,000 lbs. 


Weight Factor—1.0 
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GROUP I TRUSCON DEALER PRICE LIST 





COAL CHUTES 


The Truscon Pressed Steel Coal 
Chute is break-proof, weather-tight, 
thief-proof and simple. No castings 
are used ... the door and frame be- 
ing made of heavy rust-resisting 
copper-bearing steel. It is furnished 
complete with positive spring latch, 
slotted hinges which hold the door 
open, and formed lugs which act as 
anchors for cementing in masonry 





i openings. 
Size: Frame, 27” x 2114". Door open- 
ith Se ing, 22%” x 1634”. Depth, 
COAL CHUTE 8 or 12", 


STEEL LINTELS 
FORMED 


Truscon Formed Steel Lintels are 
designed for use on all spans up to 
6'-3" where concentrated loads do 
not occur. They are used with wood 
windows as well as with steel win- 
dows. 


The continuous horizontal ribs and 
the turned edges provide much 
greater strength than plain formed 
angles of the same size and provide 
a proper bed for the brick and mortar. 
The 314” horizontal leg does not ex- 
FORMED LINTEL tend beyond the face of the brick. 


Note—Minimum Carload Shipment is 
40,000 pounds (except South- 
ern Classification which is 
36,000 pounds.) 


Weight Factor 11.0 





HOT ROLLED 


Truscon Hot Rolled Lintels are made 
from new stock: no reclaimed mate- 
rial is used. These lintels are carried 
in stock, cut to standard lengths. 





nanan Note—Minimum Carload Shipment is 

40,000 pounds (except South- 
HOT.ROLLED LINTEL ern Classification which is 
36,000 pounds.) 


Weight Factor 13.0 


STEEL MORTAR BOXES 


Wherever mortar is to be mixed or 
lime is to be slaked, Truscon Steel 
Mortar Boxes should be used. Heavy, 
reinforced, electrically welded cor- 
ners and stiffening angles make them 
stand up under the roughest usage. 
Special high quality, rust-resisting 
steel assures long service. 





Type No. 1—5’-0”x2’-6”x10” 
MORTAR BOX Type No. 2—7’-6"x3'-4”x10” 


8” Chute 
List Price 


12” Chute 
List Price 


ZONE A 





Minimum carload 


30,000 Ibs. 


Weight Factor 7.0 


FORMED 


11 Gauge 
List Price 


314"x3I4"x 





3144"x414"x9 Gauge 





List Price 
1.65 


HOT ROLLED 
314"x314"xy" Angle 





List Price 
$0.80 


Type Weight List Price 


No. 1 80 lbs. $12.80 
No. 2 164 lbs. 26.40 


Minimum Carload 


24,000 lbs. 
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GROUP I 





DUPLEX BRIDGING 


HERRINGBONE TYPE 


DUPLEX STEEL BRIDGING 


Builders and carpenters who desire to 
speed the work of installing bridging, 
getting a neat job that costs consider- 
ably less than wood bridging and at the 
same time is stronger and better look- 
ing, will appreciate the features of Du- 
plex Steel Bridging. Made in one piece, 
it is easier to handle, and as only four 
nails are required, the carpenter can 
work faster with less danger of split- 
ting the joists. A simple twist and 
TWO braces are ready for placing. 
Packed 25 pcs. per Bundle. 


WALL TIES 


:. . bn 


A series of herringbone corrugations 
give the ends a firm hold, while the cen- 
ter cannot stretch in use. Herringbone 
Ties are made from galvanized steel in 
26 gauge, 7” long x 7%” wide, crimped 
both ends, with nail holes in one end for 
brick veneer work. Shipped in boxes 
of 1,000 pieces. 


Corrugated Wall Ties are packed 1,000 
to the box. 


TRUSCON DEALER PRICE LIST 


a ae 2 


CORRUGATED TYPE 











Weight List Prices 


r 

100 Des. 100 Pes. 

No. 1 for 8” Joists 68lbs. $11.00 
Spaced 12” C-C 

No. 2 for 10” Joists 72 lbs. 11.50 
Spaced 12” C-C 

No. 3 for 12” Joists 76 lbs. 12.00 
Spaced 12” C-C 

No. 4 for 8” Joists 80 lbs. 12.50 
Spaced 16” C-C 

No. 5 for 10” Joists 84 lbs. 13.00 
Spaced 16” C-C 

No. 6 for 12” Joists 88 lbs. 13.50 
Spaced 16” C-C 


SIZE 


Minimum Carload 
36,000 pounds. 


HERRINGBONE TYPE 


Weight Per List Price 
1,000 Pcs. Per 1,000 Pes. 
35 lbs. $3.45 


CORRUGATED TYPE 


Weight Per List Price 
1,000 Pcs. Per 1,000 Pcs. 
35 lbs. $3.30 


Minimum Carload 
40,000 pounds. 





Truscon Sales Offices Are Located in These Cities 


ALBANY, N. Y. 
ALBUQUERQUE, N. M. 
ALTOONA, PA. 
ATLANTA, GA. 
BALTIMORE, MD. 
BIRMINGHAM, ALA. 
BOSTON, MASS. 
BUFFALO, N. Y. 
CHARLESTON, W. VA. 
CHATTANOOGA, TENN. 
CHICAGO, ILL. 
CINCINNATI, OHIO 
CLEVELAND, OHIO 
COLUMBUS, OHIO 
DALLAS, TEXAS 
DAYTON, OHIO 
DENVER, COLORADO 
DES MOINES, IOWA 
DETROIT, MICH. 
ERIE, PA. 


FORT WAYNE, IND. 
GREENSBORO, N. C. 
HARRISBURG, PA. 
HOUSTON, TEXAS 
INDIANAPOLIS, IND. 
JACKSONVILLE, FLA. 
KANSAS CITY, MO. 
KNOXVILLE, TENN. 
LITTLE ROCK, ARK. 


LOS ANGELES, CALIF. 


LOUISVILLE, KY. 
MEMPHIS, TENN. 
MIAMI, FLA. 
MILWAUKEE, WIS. 
MINNEAPOLIS, MINN. 
NASHVILLE, TENN. 
NEWARK, N. J. 

NEW HAVEN, CONN. 
NEW ORLEANS, LA. 


NEW YORK, N. Y. 
NORFOLK, VA. 
OKLAHOMA CITY, OKLA. 
OMAHA, NEB. 

PEORIA, ILL. 
PHILADELPHIA, PA. 
PHOENIX, ARIZ. 
PITTSBURGH, PA. 
PORTLAND, OREGON 
RICHMOND, VA. 

ST. LOUIS, MO. 

SALT LAKE CITY, UTAH 
SAN ANTONTO, TEXAS 
SAN FRANCISCO, CALIF. 
SCRANTON, PA. 
SEATTLE, WASH. 
SYRACUSE, N. Y. 
TAMPA, FLA. 
TOLEDO, OHIO 
WASHINGTON, D. C. 
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GROUP 2 


TRUSCON 
STEEL WINDOW AND 
DOOR COMMODITIES 


PRICE LIST 


Prepared for the use of the 
Building Material Dealer. 


TRUSCON STEEL COMPANY + YOUNGSTOWN, OHIO 


Sales Offices and Warehouses in Principal Cities 
DEALERS EVERYWHERE 
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PRICE LIST— TRUSCON WINDOW COMMODITIES — GROUP II 








General Information 


INDEX 

PAGE 
Residence Casements—-pertes 6 400 es a ee 203 to 214 
KCaeeIMien tt OOYS. 2 ase ee ee ed ate ec oka 207 
Home Development Casements .................... Gad a ere gepene cto ncenctbiny och 215-16-17 
Wood Surrounds for Series 5 Casements 20 ee ence 218 
Horizontally Pivoted WW imdows 2.2. on nade aa 219-20-21 
Commercial Projected: Windows-..00. cee ee 222-223 
Secupity Windows: fi ee et een ies eau a vaiatecvcph uals 224 
Series 31 Doors and Pressed Steel Frames o.020000.-02/ lc. 226-227 


PRICE INFORMATION 


Prices shown are list prices—subject to current discount. 
Prices are F. O. B. shipping point, freight allowed to destination. 


Prices include hardware, glazing clips and erection fittings, but do not include glass or 
putty. 

Prices include a prime coat of high grade protective paint before shipment. 

Terms of Sale: Net 30 days from date of shipment. Sales or Use taxes are not included. 

Prices are based on Zones as indicated below. The destination of a shipment determines 
zone classification. 


Zone A consists of the following states: 


Connecticut Kentucky _ Missouri Rhode Island 
Dist. of Columbia Maine New Jersey Vermont 
Delaware Maryland New Hampshire Virginia 
Illinois Massachusetts New York W. Virginia 
Indiana Michigan Ohio Wisconsin 
Iowa Minnesota Pennsylvania 


The marginal cities of Fargo, N. D—Omaha, Neb.—and Kansas City, Kan- 
sas are in Zone A. 


Zone B consists of the balance of the United States. 


WEIGHT FACTOR: 
For your convenience we have indicated a weight factor for each product at the bottom 
of each price table. By multiplying list price for product by weight factor applying to 
same, approximate weight is determined. 





WAREHOUSE SERVICE 


With large stocks of commodity products ready for shipment and with efficient delivery 
facilities, Truscon warehouses, strategically located throughout the country, can handle orders 
of any size quickly and economically. 


ERECTION SERVICE 


The satisfactory operation of a window or door installation is in a large degree dependent 
upon the manner in which it is installed and adjusted. Realizing this fact, the Truscon Steel 
Company is ready to take the full responsibility of erecting and adjusting our windows and 
doors to the satisfaction of the architect, the general contractor and the owner. Consult the 
nearest Truscon District Sales Office. (See outside cover for address.) 
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PRICE LIST —TRUSCON WINDOW COMMODITIES — GROUP II 





Truscon Residence Steel Casements 
Series 5 


Truscon Residence Steel Casements include the best time tested features in 
design, operation and serviceability. They are manufactured in numerous 
types and sizes to conform with any style of architecture. But regardless of the 
type, whether it be for fixed screen and operator type hardware or side hinged 
streen and non-operator hardware, with or without vertical muntins, the basic 
construction elements are identical for each and every unit. 





(1) TRANSOM BAR MEMBER—Special 
hot rolled section with integral drip, contin- 
uous from jamb to jamb, mortised and tenoned 
into outside frame members. 


(2) VENTILATOR MEMBER—Zee section 
with integral baffles to provide wide flat par- 
allel double contact weathering between ven- 
tilators and frames or supporting members 
mitered and electrically butt welded at all 
corners. 


(3) INTERIOR SUPPORTING MEMBER 
FOR VENTILATOR—Special extra heavy 
section mortised and tenoned and welded to 
frame and transom bar members. 


(4) EXTENSION TYPE HINGE—Made 


from heavy hot rolled angles. Bronze bushing 
and bronze bearing washer between hinge 
leaves. 


(5) MUNTIN BAR INTERSECTIONS— 
Mechanically interlocked with faces flush 
with each other. Both bars are of same depth 
giving equal putty faces. 


(6) VERTICAL MEETING RAIL—Special 
extra heavy section mortised and tenoned and 
welded to frame and transom bar members 
insuring rigidity without twisting. 


(7) OUTSIDE FRAME MEMBER—Zee 
section continuous from head to sill and from 
jamb to jamb, mitered and electrically butt 
welded at all corners. 
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PRICE LIST — TRUSCON WINDOW COMMODITIES — GROUP II 











Operator Type Casements 
Series 5-A 





Series 5-A TRUSCON Residence Casements 
are standard muntin arrangement and de- 
signed for worm drive operator control and 
concealed locking handle. Provisions are 
made for use of fixed type screens. A stool 
gauge is shipped attached to sill member to 
insure proper location of stool. 


Series 5-B 





Series 5-B TRUSCON Residence Casements 
have alternate vertical muntin bars omitted. 
This style of casement has been developed 
for use in building designs where the ac- 
centuation of horizontal lines is desired. All 
other construction features are identical with 
Series 5-A casements. 


Non-Operator Type Casements 


Series 5-C 


Series 5-D 





Series 5-C TRUSCON Residence Casements 
are designed for use where a non-operator 
type window is desired. These casements are 
provided with a cam acting locking handle 
and friction type hinges to hold window in 
any desired position. Provisions will be made 
on these windows for side hinged or wicket 
screens when so specified. However, these 
windows are primarily intended for use 
where screening is not a prime factor. 


Series 5-D TRUSCON Residence Casements 
have alternate vertical muntin bars omitted. 
This style of casement has been developed 
for use in building designs where the accentu- 
ation of horizontal lines is desired. Pro- 
visions will be made on these windows for 
side hinged or wicket screens when so speci- 
fied. However, these windows are primarily 
intended for use where screening is not a 
prime factor. 
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PRICE LIST— TRUSCON WINDOW COMMODITIES — GROUP II 





Hardware 
for Operator Type Casements — Series 5A or 5B 


He 
aeaacetateee 
peteatacenes 
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i 
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He 
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rH 





P-3333-BR P-3334-BL 
2 Lt. wide P-4580-RH (Opposite) 
P-4581-LH (Shown) 
1 Lt. wide P-4582-RH (Opposite) 
P-4583-LH (Shown) 
LOCKING HANDLES WORM DRIVE OPERATOR 
These locking handles are designed for use in This operator has been developed for use 
conjunction with Worm Drive Operators on with Series 5-A and 5-B Casements where 
Series 5-A and 5-B Casements. Bronze lac- operation and positive control of the ven- 


tilator is desired in conjunction with a fixed 
screen. Design and finish matches the locking 
handle. The arm is cadmium plated steel and 
the channel guide on the ventilator is solid 
bronze. *Also available in medium statuary 
finish, solid bronze. 


quer finish over forged metal base. *Also avail- 
able in medium statuary finish, solid bronze. 


for Non-Operator Type Casements — Series 5C or 5D 





P-2274-RH P-2273-LH 


STANDARD LOCKING HANDLES 


These locking handles are designed for use 
with Series 5-C and 5-D Casements where manual 
control of the ventilator is desired. Black lac- 
quer finish over cast metal. “Also available in 
medium statuary finish, solid bronze. 


* See page 214 for prices on solid bronze hardware. 


—————00—00ee———— —————————E—EEeEEEe——ee 
Effective July 1, 1937 Page 205 
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Screens 
for Operator Type Casements — Series 5A or 5B 


















































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































Fixed Screens 


The fixed screen is attached to the window with spring catches and clips and is easily removed 
for washing the window or for storing. Three clips are first installed on the casement frame 
and are left there permanently. The screen is then attached by inserting the small lug on the 
bottom of the screen into the lower clip and then snapping the screen into place. Screens have 
rewireable electro-galvanized steel frame and (.0113” diameter) bronze screen cloth—16 mesh. 
Frame is of tubular steel construction. The frame is finished with one coat of baked enamel. 


for Non-Operator Type Casements — Series 5C or 5D 


















































































































































































































































































































































































































































































































































Side Hinged Screens 


The side hinged screen is a simple and economi- 
cal screen for non-operator type casements. To 
open or close the window it is first necessary 
to open the screen. The side hinged screen is 
attached directly to the window. Screens have 
rewireable electro-galvanized steel frame and 
(.0113” diameter) bronze screen cloth—16 mesh. 
Frame is of tubular steel construction. The 
frame is finished with one coat of baked enamel. 









































































































































































































































































































































































































































Close-up of Wicket 
Partly Open 


Wicket Screens 


The wicket screen is of the fixed type. It elim- 
inates the necessity of opening the screen frame 
to operate the casement. The wicket, as illus- 
trated above, gives sufficient space for the hand 
and arm to operate the ventilator to any desired 
degree. The sliding wicket does not interfere 
with any type of draperies. Screens have re- 
wireable electro-galvanized steel frame and 
(.0113” diameter) bronze screen cloth—16 mesh. 
Frame is of angle construction. The frame is 
finished with one coat of baked enamel. 
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PRICE LIST —TRUSCON WINDOW COMMODITIES — GROUP II 


Casement Doors PLATE NO. 
CR-39 
Sidelights and Transoms JUNE, 1937 








oe 


DESIGN AND ARRANGEMENT OF DOOR SIDELIGHTS AND TRANSOMS yy “ 
“4 A . 
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MUNTIN 
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STANDARD DOR 17D 20D 
- STANDARD TYPES ano SIZES- 
-NOTES* 


DOORS ARE MADE OF INTERMEDIATE CASEMENT SECTIONS 174@ DEEP 
AND WEIGHING 3.5* PER FOOT ~ DOOR. SIDELIGHTS AND TRANSOMS 
ARE MADE OF RESIDENCE CASEMENT SECTIONS. 


DOORS SWING OUT ONLY ~ MUNTINS EXCEPTING THE TWO HORIZONTAL MUNTINS 
FRAMING THE LOCK CASE MAY BE OMITTED. (FACTORY SHIPMENT ) 


STANDARD DOORS ARE PROVIDED WITH THREE STEEL BUTT HINGES PER LEAF, MORTISE LOCK, 
HANDLES, AND THUMB TURN ON ACTIVE LEAF, CONCEALED TOP AND BOTTOM BOLT 
ON INACTIVE LEAF. 


CYLINDERS FOR MORTISE LOCK sFINS ¢ BRONZE THRESHOLD FURNISHED AT EXTRA COST. 


DRONZE HANDLE SILL 
THUMB TURN ( BRONZE THRESHOLD 
. EXTRA) 
oe : 


“OUTSIDE « 
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DETAIL: AT-MEETING-RAIL VERTICAL SECTION 
SHOWING LOCKING HANDLES 
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PRICE LIST — TRUSCON WINDOW COMMODITIES — GROUP II 


Residence Steel Casements 


PLATE NO. 
CR-21 Series 5-A and 5-C 
JUNE, 1937 Types and Sizes 












































STANDARD UNITS 
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DIMENSIONS SHOWN ARE OPENING SIZES [OR WINDOW DIMENSIONS DEDUCT 4 HANDING Of CASENENTS IS DETERMINED BY LOCATION OF HINGE VIEWED 
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WEIGHT DIMENSION SHOWN FOR TILFIN VENTS [S DIMENSION TO BE ADDED TO SECURT OPENING DIMENSION OF COMBINATION UNIT > fOR OPENING DUKENSION 
OF TILT-IN UNITS USED AS SEPARATE WINDOWS ADD 74 TO HEIGHT DIMENSION SHOWN 



































Page 208 











Effective July 1, 1937 


sabia sie al ch Keke SOR RAT ah BE Ve 


nr cRNA ASE A gh i 














PRICE LIST —TRUSCON WINDOW COMMODITIES — GROUP II 


Residence Steel Casements PLATE NO. 
Series 5-A and 5-C CR-21A 
Types and Sizes JUNE, 1937 








FACTORY SHIPMENT 


DIMENSIONS SHOWN ARE OPENING SIZES FOR WINDOW DIMENSIONS DEDUCT 4 + UANDING OF CASEMENTS IS DETERMINED 
BY LOCATION OF HINGE VIEWED FROM OUTSIDE + ALWAYS SPECIFY WHETHER VENTS ARE RIGHT OR LEFT HAND * 
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PRICE LIST — TRUSCON WINDOW COMMODITIES — GROUP II 











PLATE NO. 
CR-21B 
JUNE, 1937 


Residence Steel Casements 
Series 5-B and 5-D 
Types and Sizes 



















STANDARD UNITS 
~ DIMENSIONS SHOWN ARE OPENING SIZES FOR WINDOW DIMENSIONS DEDUCT Y—LIANDING OF CASLMENTS 1S DETERMINED BY LOCATION OF HINGE, VIEWED 
FROM OUTSIDESALWAYS SPECIFY WHETHER VENTS ARE RIGHT OR LEFT UAND~4iz /ameLig@t Wa VVC UNL WBE FURNISHED WITH MMB LINGLD VENTS DEDIRED ~ 
' Sh eon ee asl oe ana 4%6— ee oman. eer ne. 


abe A TE EGR a BP 
cae ‘| [2 my aa ae ava a ON ee ee 
ez} WN Le = KF] «Lc le PES JP See 
2 WA 22. Me a 4? AQUA 
}) NOTE+ SPECIAL WIDTH 
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HEIGHT DIMENSION SHOWN FORTILT-IN VENTS IS DIMENSION TO BE ADDED TO SECURE OPENING DIMENSION OF COMBINATION UNIT +fOR. 
OPENING DIMENSION OF TIKEIN UNITS USED_AS SEPARATE WINDOWS ADD 4 TO HEIG UT DIMENSION SHOW! i 
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PRICE LIST — TRUSCON WINDOW COMMODITIES — GROUP II 


Residence Steel Casements PLATE NO. 
Series 5-B and 5-D CR-21C 
Types and Sizes JUNE, 1937 








FACTORY SHIPMENT 


DIMENSIONS SHOWN ARL OPENING SIZES* FOR WINDOW DIMENSIONS DEDUCT 4 + HANDING OF CASEMENTS IS DETERAINED BY LOCATION 
Of HINGE VIEWED FROM OUTSIDE * ALWAYS SPECIFY WHETHER. CASEMENTS ARC NNGHT OR LEFT HAND 


As Soe a elated cae BBY ROM R31 R-AK A RAHA RAHA 6-2 

















































































































































































































































































































































































































































































































































































| 
to : he 
= Hi mobs | Kak 
lI 6) 
GW a 0e re] , 8 % A i ’ 
<a Fy Soeuncto \| am a . BIS foynph |} [cle [ule 
7S ey = PSbOi- tie Let ici tic 
TOP HINGED 22/4" ial Taal ath oe 627d] = GAATHIC 62 
‘a VC: VENT INCENTER. = b 
TO NGED TRANSOM si * 
HINGED AT JAD r Lotte 
Be TS +TILT-IN GIIAVC t 
ee Ba ag ae 
aa [7 
am i 
ee ic Bs } | fn Cc 
- H fs | ANCE 224 
VENT GLASS TO BE {Gxl2" UNLESS OTHERWISE NOTED [7 
GLASS SIZES © | 
A 16x12 L 17%x12% W I?%all%  T 10%x9% © . - 
; Ina N 17nd. Y 17% Nh J 1710" | LN Z 
ent? % 7aMO% Vaxi2%e RK OA7x9% k 
D {7Axi% =O 177%x10% A Il'x12 L 17%x12% GO2ANC GoIedH GOEVC t OB2ANC 
E t?%xt2 =P 8%Xx12% = -B It'axiO% = —-M I77ex!? WiViIWV] [WIV {Vv 
F 1?%exl2Q O%xl2, CC Maxilln = ee 5h 5 5 | 
G 170% R O%xlO% D imxila OC 1?%xl0% 5S . - 
HW {xi = S S%xll%  E iaxiO% P 17%xt : ee re aR! t 
I 17%x10% T 8x% F Q 17x12 a, Vi b DB 
J 17%x10% U 8%xI0% G Vi 1%xi1% x 
K 17%x10% =V 17 %ext4 T 
| : Ty] 
4 t. ee 
" : M | 
1 Lc 
4 a a] T 
ti v iw 
ss [A] ddl lh pie 
{Al MIE 
N MILE 
iL aes 
15 a A DIO ADT 65T 
T fa) . 
B a Nid 
IC] a OUR 
aA t tic 
© [N E ALE 
A | E | E 
i [2 ee aN 4 tic 
lo 1 IE 26 21BME AGIAICUE AQIS Gl 

















Effective July 1, 1937 Page 211 





PRICE LIST— TRUSCON WINDOW COMMODITIES — GROUP II 





List Prices 


Operator Type - Residence Casements and Screens 
Series 5A or 5B 



































+. Prices - Prices Type Prices 
ype Window | Screen ype Window | Screen yP Window | Screen 
*1212 $10.90 $4.60 *4214VC $15.10 $4.60 | 6214VC + $20.60 $4.60 
1312 11.20 4.60 4214THVC| []17.20 4.60 | 6214THVC | []19.20 4.60 
*1313 11.40 4.80 4314VC 17.20 4.60 | 6314VC 21.60 4.60 
*1413 12.00 4.80 *4316VC 17.70 5.60 | 6316VC 23.20 5.60 
*1414 12.50 5.60 ¥*4416VC 18.70 5.60 | 6416VC 25.20 5.60 
1514 13.00 5.60 4416VCT2 | [130.20 10.20 | 6418VC 26.80 6.30 
1614 13.50 5.60 *4418VC 19.20 6.30 | 6518VC 28.40 6.30 
*4518VC 20.30 6.30 | 6618VC 29.40 6.30 
4518VCT2 | [_]32.20 10.90 | 6224JH 27.60 9.20 
*4618VC 21.30 6.30 | 6324JH 28.60 9.20 
4618VCT4 | (134.30 10.90 | 6326JH 30.20 11.20 
*4224 21.30 6.50 | 6426JH 32.20 11.20 
4224TH [_]27.00 9.20 | 6428JH 33.80 12.60 
4324 22.30 6.50 | 6528JH 35.40 12.60 
*2214 12.50 4.60 *4326 22.90 8.10 | 6628JH 36.40 12.60 
2214TH [-]14.00 4.60 *4426 24.40 8.10 |*6224VC 23.90 6.50 
2314 12.90 4.60 4426T4 [_]38.00 13.20 | 6324VC 24.90 6.50 
*2316 13.50 5.60 *4428 25.00 9.20 |*6326VC 26.50 8.10 
*2416 14.00 5.60 *4528 26.00 9.20 |*6426V C 28.60 8.10 
2416T2 [_]26.00 10.20 4528T4 {_]39.50 14.30 |*6428VC 30.20 9,20 
*2418 14.60 6.30 *4628 27.60 9.20 |*6528VC 31.70 9.20 
*2518 15.10 6.30 4628T8 [_]42.60 15.70 |*6628V C 32.80 9.20 
2518T2 (_]27.00 10.90 
*2618 16.10 6.30 
2618T4 {_]29.60 10.90 TILT-IN VENTILATORS 
(Attached direct without horizontal 
2222 19.70 6.50 mullions to any open-out unit.) 
2323 21.30 8.10 
2424 22.90 CON. ee ee ae ee ee eee 26.50 6.50 
Type Window | Screen S chacaie 29.70 6.50 
saga fg0 | foo peeve | ma | a0 
. K 3 
*61S4 14.60 6.60 *8628VC 40.00 9.20 
*81S$4 16.60 6.60 z ; 
LEGEND NOTE * Indicates stock types normally 


: ; carried in warehouse stock. 
TH—Top Hung Where numeral occurs 4 Lt. Wide VC units can be fur- 
Egon Hinged after T—number of lights | nished with Jamb Hinged vents, at | () Operator type hardware for top 


C—Vent Center in transom ventilator are hinged units consists of Push Bar 


T—Transom indicated. m rice, if desi K ‘ - 
S—Units—Tilt-In Vents, mee hare alae desired operating through the section. 





18 Mesh Cloth in place of 16 Mesh (Figure 1 screen for each ventilator )— 


pi Pog PS Ge CS Tog 7 OM uae eUG i EU 88 fr Ve ret ees OG etl DEO ea RCT Mar oe ean oo cna PRN $0.35 
CRATING CHARGE: On all orders totaling less than 16 screens (figure 1 screen for 

each ventilator) ADD; as alist extra list per. order 2.2 $6.00 

WEIGHT FACTOR—Windows .................. 3.0 

WEIGHT FACTOR—Screens ................--.... 1.0 


All casement prices include mastic, hardware, glazing clips and, also, wood screws for in- 
stalling into wood or strap anchors for installing into masonry. See page 214 for accessories. 
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PRICE LIST— TRUSCON WINDOW COMMODITIES — GROUP II 











List Prices 
Non-Operator Type - Residence Casements and Screens 
Series 5-C or 5-D 


Prices ee Prices Type Prices 
Window| Screen yP Window] Screen yp Window| Screen 


11 $2.60 41 $4.20 61 $4.70 
*12 3.10 **41D 4.70 **61D 5.20 
*13,13T 3.60 *42 4.70 62 5.70 

14, *14T 4.20 43 6.20 63 8.30 

15, 15T 4.70 44T 7.80 64T 10.90 

16, 16T 5.20 45T 9.40 65T 13.00 
**17D 10.00 *46T 10.40 66T 15.10 
*1212 7.40 *4214VC 11.60 $4.50 6214VC 16.60 

1312 7.70 4214THVC| 12.70 5.60 6214THVC| 14.70 
*1313 7.90 4314VC 13.70 4.50 6314VC 17.60 
*1413 8.50 *4316VC 14.20 5.00 6316VC 19.20 
*1414 9.00 *4416VC 15.20 5.00 6416VC 21.20 

1514 9.50 4416VCT2 22.20 10.60 6418VC 22.80 

1614 10.00 *4418VC 15.70 5.50 6518VC 24.40 

*4518VC 16.80 5.50 6618VC 25.40 
21 3.10 4518VCT2 | 24.20 11.10 6224JH 20.60 
*22 3.60 *4618VC 17.80 5.50 6324JH 21.60 
*23,23T 4.40 4618VCT4 | 26.30 11.10 6326JH 23.20 
24, *24T 5.30 *4224 16.30 9.00 6426JH 25.20 
29; "eo. 6.20 4224TH 18.00 11.20 6428JH 26.80 
26, *26T 6.80 4324 17.30 9.00 6528JH 28.40 
*2214 9.00 *4326 17.90 10.00 6628JH 29.40 
2214TH 9.50 *4426 19.40 10.00 | *6224VC 18.90 
2314 9.40 : 4426T4 28.50 16.10 6324VC 19.90 
*2316 10.00 *4428 20.00 11.00 | *6326VC 21.50 
*2416 10.50 *4528 21.00 11.00 | *6426VC 23.60 
2416T2 18.00 4528T4 30.00 17.10 | *6428VC 25.20 
*2418 11.10 *4628 22.60 11.00 | *6528VC 26.70 
*2518 11.60 4628T8 33.10 18.50 | *6628VC 27.80 
2518T2 19.00 
oe eee 50 | TILT-IN VENTILATORS | 81 7.80 


2618T4 21. 
27D roe (Attached direct without horizontal - a 


mullions to any open-out unit.) 84T 15.60 


2222 14.70 85T 18.20 
2323 16.30 Type | Window | Screen 86T 20.30 
2424 17.90 *2182 $9.90 $5.90 *8224VC 21.50 9.00 
*4192 11.40 5.90 8324V C 24.70 9.00 
*41S4 12.00 6.60 *8326VC 25.20 10.00 
*CH-1 8.30 *61S4 14.60 6.60 *8426VC 28.30 10.00 
*CH-2 8.80 *81S4 16.60 6.60 *8428VC 28.80 11.00 
*CH-4 15.60 a oa a ee ee ee 31.90 11.00 
*CH-6 20.80 18 oa? cloth in oo of i *8628V C 35.00 11.00 
sek e mes gure 1 screen tor eac y 
“CHD __| 22:40 vent) add list per screen ....80.25 |” (a0 Soe ee ceocke 
— oo ——_| CRATING CHARGE: On all or- ** Indicates sidelights and tran- 
LEGEND ders totaling less than 16 screens som usually required in con- 
TH—Top Hung | Where numeral occur: (figure 1 screen for each vent) add nection with casement doors. 
CH—Curved Head after T—number of light!! as a list extra—list per order $6.00 | Note: 4 light wide VC units can be 
JH—Jamb Hingec in transom ventilator : e f 8) Wed het bil q 
VC—Vent Center are indicated. WEIGHT FACTOR Windows 3.0 urnished with jam inge 


T—Transom ven me price, if 
S—Units—Tilt-In Vents, peteren, pea ea gas Ao 


CASEMENT DOORS 


Door is constructed of intermediate casement sections. 
Door sidelights and transoms are constructed of light casement sections. 
Price shown covers an outward opening door only. All doors opening inward must be priced by nearest District 
Sales Office. (see outside back cover for address) 
Prices include steel hinges and bronze locking handle. Door is locked with mortise lock and top and bottom bolts. 
Refer to “Standard List Extras” for cylinder lock and bronze thresholds. (See page 214). 
BCAA ame Tre TAE 1) OO acco. sae. es tesa atest Gourmet ere Sane n ste ofan wae pacer abdnis pasmncenctessunnsren carn enepuden ometentexivedtha $136.00 








Type 


























——EE eee 
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PRICE LIST —TRUSCON WINDOW COMMODITIES — GROUP II 








List Prices 


Accessories for Residence Casements @ 
Series 5A-B-C-D-HM 
JAMB FINS are continuous angle anchors bolted to window before shipment. Priced separately—2 required | 
per opening. x 
HEAD FINS are continuous angle anchors bolted to window before shipment. Priced separately. | 


HEAD DRIPS are included in the price of casements where ventilators extend to the head. In case head drips 
are required elsewhere, i. e. above fixed transoms, price separately. 


VERTICAL MULLIONS are required to join separate windows used side by side in a single opening. 


HORIZONTAL MULLIONS are required to join separate windows placed one above the other in a single 
opening. HORIZONTAL MULLIONS where used function as a head drip. When ordering for multiple 
unit opening (in width) specify combination of units used. 





Number of Lights in Width or Height 
































1 2 3 4 5 6 t 8 10 12 
Vertical Mullions $ .40 | $ .60 | $ .80 | $1.00 | $1.20 | $1.40 
Horizontal Mullions .70 | 1.10 2.00 2,801: $3.70 | $4.50 | $5.40 
*Jamb Fins (per jamb) .40 .60 .80 1.00 1.20 1.40 
*Head or Sill Fins 40 .50 .80 1.10 1.40 
Extra Head Drips .30 40 -70 .90 1.10 
**Corner Mullions 3.00 4.00 5.00 6.00 7.00 8.00 
Door Unit Mullions 4.50 7.00 |+$8.20 | 7.80 
*Door Jamb & Head Fins 1.20 1.40 1.60 | 1.80 
CurvedFins (CHTypes)| 2.60 2.80 3.00 3.50 4.20 


* Fin prices include attachment before shipment except in large openings shipped unassembled. 


** Corner Mullion prices apply to standard pipe mullions up to and including 114” inside diame- : ; 


ter (outside diameter 1.90”), or other tubular mullion made of structural or formed material, of @ i 
equal weight and in manufacturer’s standard design. Support plates at head and sill are in- ; 
cluded in list price. All corner mullions must run full height of masonry opening. ; 


Corner mullions are designed and sold as non-load bearing members. 


+ Price covers a vertical mullion for door side lights only. 
WEIGHT FACTOR: 3.0 


STANDARD LIST EXTRAS 


HARDWARE VARIATIONS: 


Bronze hardware. 
(a) For Non-Operator casements. : 





Locking handle, list per side hinged or “tilt-in” vent ............-2..---.-----:------eeeeeeteeeeeeeeeees $ 1.00 
‘Transom stay bar, UIBe Per Vert i ae ie ae ae A kd cacgeantar 5.00 
(b) For casements with Operator Hardware. 
Mor single casement vents, 1st: per Vert csi ce ered eces cartels tateascceeslaestes 1.50 
For pairs of adjacent casement vents, list per pair —.............2--.--.---2--1ecoseeeeeeteeeeeeeeeees 2.25 
For. transoms,. list:-per vent). ode cya yg ee ce ak Se edecen eee toon eeph eaters 2.00 
Por tile vente, list Mer Venta so. nc heh a ee Sah, oe Ave aps sn casement 1.00 
Sillpadiusters; listeedch 22 ones ee eee ik ke cays tattapataoereearnes peneus etc getepeemtenescee 3.00 


All windows are prepared with four open drilled holes according to standard details for 
shade bracket hardware furnished by others. Where tapped holes are required add 


OPES Ue ats dee RIN EUs ete eee AU ale eg gC ieee tt Rescue on ae Up ae eiy verrecrbertr ae rercune nea .25 
CASEMENT DOOR HARDWARE: 
Bronze cylinders (single cylinder, inside or outside) list each —........2.2.0.2.-2----1---eeeeee ee 4.00 ] 
Bronze threshold, list per opening.) 7. ee ee Re eas 15.00 
MASTIC CEMENT: 
Additional to the standard quantity furnished, list per Ib. oe... eeeeeeceeee eee eee .30 @ 


WEIGHT FACTOR, all list extras—3.0 
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PRICE LIST—TRUSCON WINDOW COMMODITIES — GROUP II 








Home Development Casements 
Series 5-HM 


WITHOUT VERTICAL MUNTINS 


The Truscon Home Development Window, designed pri- 
marily for homes where cost is of paramount consideration, 
is truly a modern window. Vertical muntin bars are elimin- 
ated, thus accentuating horizontal lines. Hardware and 
screens are simple in design but offer convenience in open- 
ing or closing the window and are “insect tight”. Sections 
used in the manufacture of Home Development Casements 
are the same as those used in the production of all Truscon 
Residence Casements. 


GLASS SIZE 


The nominal glass size of 16” x 12” means a considerable 
saving in glazing costs. 


Twenty sizes and thirty-two types are carried in stock for 
immediate shipment. These stock units should take care of 
practically any job requirements. 


HARDWARE 


This locking handle has been designed especially for use 
with the Home Development Casement. Cam action insures 
the ventilator’s being drawn tightly against the frame for 
better weathering. Handles are black lacquer finish over 
cast metal. Extension type friction hinges hold the ventilator 
in any open position and make it posible to wash the outside 
of the glass from inside the room. 


P-4523-LH (Shown) 
P-4522-RH (Opposite) 


Locking Handle 


SCREENS 


The screen used with the Home Development Casement is 
of the side hinged type. The new type locking handles are 
so designed that the screen frame fits tightly against the 
casement frame even when the ventilator is closed. Screens 
have rewireable electro-galvanized steel frame and (.0113” 
diameter) bronze screen cloth, 16 mesh. Frame is of angle 
construction. The frame is finished with one coat of baked 
enamel. 





Detail of Screen Frame 
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PRICE LIST—TRUSCON WINDOW COMMODITIES — GROUP II 


Types and Sizes 
Home Development Casements 
Series 5-HM 








HM4214 JH" HM4224 













HM 2314" HM A314JH’Y% HM6324JH 









































HM2518% HMA51BUH% HM4528 HM6526JH HMG5I8VC% 


GLASS LIST NOTES 
HORIZONTAL MUNTIN: WINDOWS Dimensions shown are window opening dimensions. 
Glass size for all vents is 16"x12 All units are viewed from outside. 
B—1714"x1254" V—1774"x1134" All vents are side hinged to swing out. 
D—17144"x1134" W—1718"x1134” Handing of single vents must always be stated. 
E—1744"x12” Muntins shown may be omitted at no charge. 
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PRICE LIST—TRUSCON WINDOW COMMODITIES — GROUP II 








List Prices 


Home Development Casements and Screens 
Series 5-HM 


























Window Type Window Price Screen Price 

HM2214 $ 8.70 $ 4.50 

HM2314 9.00 4.50 

HM2416 9.90 5.00 

HM2518 11.00 5.50 

HM4214 10.80 4.50 

HM4314 12.10 4.50 18 MESH CLOTH 

HM4416 13.60 5.00 For 18 mesh cloth in place 

HM4518 14.90 5.50 of 16 mesh cloth (figure 
: : 1 screen for each vent) 

M4224 15.70 9.00 Add list per screen $0.35 

HM4324 16.40 9.00 

HM4426 18.20 10.00 

HM4528 19.50 11.00 CRATING CHARGE 

HM6214VC 14.80 4.50 On all orders totaling 

HM6314VC 16.20 4.50 less than 16 screens (fig- 
i : ure 1 screen for each 

HM6416VC 18.80 5.00 vent) Add, as a list extra, 

HM6518VC 21.60 5.50 list per order....:....... $6.00 

HM6224 19.70 9.00 

HM6324 20.40 9.00 

HM6426 23.40 10.00 

HM6528 26.60 11.00 




















SOLID BRONZE HARDWARE 
For solid bronze hardware, ADD list per vent 


Mullions, Fins and Head Drips, see Price List, page 214. 
Wood Surrounds, see Price List, page 218. 


NOTE: This special list covers only 20 popular sizes. For other types see series 5-D, page 213. 





J Windows 3.0 


WEIGHT FACTOR: Skea 
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PRICE LIST — TRUSCON WINDOW COMMODITIES — GROUP II 





Wood Surrounds 
for 
Residence Casements 
Series 5-A-B-C-D-HM 


Truscon wood surrounds are a combina- 
tion buck and brick mould in one single 
piece. They make the installation of 
casements in brick veneer easy and at 
the same time provide a pleasing out- 
side window trim. Wood surrounds are 
shipped in exact sizes with all corners 
mitered or mortised ready for attach- 
ment to the casement. No further cut- 
ting is necessary. Necessary wood 
screws for attaching the wood surrounds 
to the casement are included. 


Truscon wood surrounds are made of 
clear heart redwood. 


Although prices are shown below for 
wood surrounds attached to the case- 
ment before shipment, this can only be 
done where single truck shipments can 
be made from Truscon warehouses to 
the job. Wood surrounds will not be 
shipped attached by freight or where 
transfer from one truck to another is 
necessary. 


LIST PRICE PER CASEMENT UNIT 


Csmt | At- | Unat-|}Csmt | At- |Unat-|}Csmt | At- | Unat-|Csmt | At- |Unat-|Csmt | At- | Unat- 
Type |tached|tached| Type |tached|tached| Type |tached|tached| Type |tached|tachec] Type |tached|tached 





15 #10) 3.30-| 25 4.40 | 3.50] 45 5.20 |. 4.20} 65 6.20 | 4.90 | 85 7.30 | 5.50 
16 4.40 | 3.60 | 26 4.70 | 3.80 | 46 5.80 | 4.50 | 66 6.90 | 5.20 | 86 7.50 | 5.80 
CH1 | 12.50 | 11.00 | CH2]| 13.00 | 11.60 | CH4| 16.90 | 15.40 | CH6] 21.30 | 19.70 


For openings requiring wood mullions, figure surrounds for each individual casement in the open- 
ing. No deductions permitted for substitutions of mullions for head or jamb. 

The “attached” price includes attachment before shipment only. 

Prices include one piece for each head, sill and jamb. WEIGHT FACTOR: 3.0 


PER PIECE DEDUCTIONS 


If wood surrounds are wanted without a head, a sill or either jamb, the following list prices can 
be used to deduct from the assembled wood surround price shown in the table above. 

Prices are shown on an unattached basis only, as only complete surrounds will be attached 
before shipment. 








Number of Lights in Width or Height 





i! 2 | a 4 5 6 8 
Head or Sill (Unattached)| $ .45 $355 $ .90 $1.25 $1.55 
Jamb (Unattached) 25 .50 peat eat .95 $1.20 1.35 


WEIGHT FACTOR: 3.0 
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PRICE LIST— TRUSCON WINDOW COMMODITIES — GROUP II 











Horizontally Pivoted Windows 


Truscon Pivoted Steel Windows are adaptable to a 
including warehouse, factory and storage buildi 
ally desirable when plenty of light is needed. Th 





ll types of industrial and commercial buildings 
ngs, garages, filling stations, etc., and are especi- 
e slender but strong and rigid steel muntin bars 


admit the maximum of light to the interior. They 
are permanent, fire-proof, never stick, shrink or 
warp and open or close easily regardless of cli- 
matic conditions. 


Pivoted Steel Windows are made of heavy, hot 
rolled steel sections. The outside section is of 
angle shape to allow 54” anchorage at the masonry 
or mullion connection. The intersection of the 
horizontal and vertical member is a dovetail mitre 
rigidly interlocking the bars. All muntin bars, ex- 
cept where ventilators occur, are continuous from 
head to sill and jamb to jamb. Double contact 
weathering is provided on all four sides of 
ventilator. 


WIDE RANGE OF SIZES 


Truscon Pivoted Steel Windows are made in a 
wide range of types in 12x18” and 14’’x20” glass 
sizes to fill practically all building needs. They 
can be combined with standard mullions to fit al- 
most any size of window opening. There are 
twenty-one types in 12’x18” and 14x20” glass 
size carried in warehouse stocks for immediate 
delivery. 





The Following Dimensions Apply to Both Horizontally Pivoted and Commercial Projected Windows 


WIDTH OF STANDARD 
WINDOW OPENINGS 











12” Lights Sash _ and No. of Lts|Mullions 14” 
Glass Width} Wide Units |wide each unit/Required|Glass Width 
2'- 154" 2 1 None 2’- 55%" 

32" 1 None] 3’- 8” 
4'- 23%" 4 1 None] 4'-1034" 
5'- 234" 5 1 None] 6'- 034” 
6'- 6” 6 2 1 7'- 6" 
8'- 634 8 2 1 9'-1034" 
9'-10” 9 3 2 11’- 4” 
10’- 744" 10 2 i 12'- 34%" 
10’-1034" 10 E 2 12’- 634" 
11-1034" 11 3 PRGh cen, ig 
11’-1034” 11 3 2 13'- 834" 
12’-111%”" 12 3 2 14’-114%” 
13'=32" 12 4 3 15’- 2” 
13’-1114" 13 3 2 16’- 1144” 
13'-1114" 13 3 2 lige aan” 
15'- 234" 14 4 ; 3 | 17% 684" 
16'- 0%" 15 5 5; 5).9 2 18’- 61%” 
16'- 6° 15 5 pS 55;-3,9 4 19’- 0” 
17’- 34” 16 4 4, 4, 4, 4 a 19’-1114” 
(2” is added to masonry opening dimension for each mullion.) 
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GLASS SIZES 


1efi2fizii2li2 
1QHEATSEH6118 
12 Hele! 
{OH7HATIU7HS 
Kon SWARWARWG iio) 
l2\I2Zi2\izyi2 
16 IalIEl1S |S 


















IA TIS |IA}IS]1A 
ZOHI9 |19}19 420 
141A 1A} 14)14 
2O}20|20}20|20 





Designated glass sizes occur only in stationary por- 
tion of window. All lights at top and bottom of 
ventilators must be 1” shorter and all lights at 
sides of ventilators must be 1” narrower than in 
stationary portion of window. 
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TYPE 
AREA 
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eae 






23141 
10 


21% 3:2" 
jensen | Sateen 





Horizontally Pivoted Windows 














42180 52 


52160 





S51e@1 


35162 4s 
a1 31 42 42 42 42 


45141 4518 45182 





SHADED UNITS ARE 
WAREHOUSE STOCK TYPES. 
EQ iDICATES VENT PIVOTED 
2” ABOVE CENTER. 

ALL UNITS VIEWED 
FROM OUTSIDE. 


46181 5G1G1 
50 62 





ine 


e5181 
46 

















Effective July 1, 1937 











PRICE LIST—TRUSCON WINDOW COMMODITIES — GROUP II 














List Prices 
Horizontally Pivoted Windows 














Type 12” x 18” 14” x 20” 
#22140 $9.00 $10.00 
*23141 10.00 11.00 
#32 6.00 6.00 
#32160 11.00 12.00 
#33 7.00 7.00 
#33161 12.00 13.00 
#34 8.00 9.00 
#34161 14.00 15.00 
#35 10.00 11.00 
#35161 15.00 17.00 

35162 15.00 17.00 

36161 17.00 18.00 
#42 6.00 7.00 

42140 11.00 12.00 
#42180 13.00 14.00 
#43 8.00 9.00 

43141 13.00 14.00 
#43181 15.00 16.00 

44 10.00 11.00 

44141 15.00 16.00 
#44181 16.00 18.00 

45 12.00 14.00 

45141 17.00 18.00 
#45181 18.00 20.00 

45182 18.00 20.00 

46181 20.00 22.00 
#52 7.00 8.00 
#52160 13.00 14.00 

53 10.00 11.00 
#53161 15.00 16.00 

54 12.00 13.00 
#54161 17.00 19.00 

55 15.00 16.00 
*55161 20.00 22.00 

55162 20.00 22.00 

56161 22.00 24.00 

62180 15.00 16.00 

63181 17.00 19.00 

64181 20.00 22.00 

65181 23.00 25.00 





* Indicates stock types normally carried in warehouse stock. 


For price information on pivoted window screens 
consult nearest Truscon District Sales Office. WEIGHT FACTOR—5.0 
(See outside back cover for address.) 








MULLIONS AND COVERS 









































No. Lights Mullion Cover No. Lights Mullion Cover 
High Price Price High Price Price 

*2 @ 18” | $1.00 $1.00 *2 @ 20” $1.50 $1.50 

*3 @ 18” | 1.50 1.50 *3@: 207 2.00 2.00 

*4 @ 18” 2.00 2.00 *4 @ 20” 2.50 2.50 

*5 @ 18” 2.50 2.50 *5 @ 20” 3.00 3.00 

6 @ 18” 3.00 3.00 6 @ 20” 3.50 3.50 

WEIGHT FACTOR 203i es ea 5.0 
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In the projecting type window the ventilator, when 
opened, does not extend beyond one face of the win- 
dow plane. Projecting outward ventilators are used 
where it is necessary to have free aisle space along 
the window wall, where shading is important, or where 
pipes, conduits, racks, etc., pass across the ventilator. 
Projecting inward ventilators are used when the build- 
ing is close to the property line and when economical 
screening is required. Ventilators are balanced on 
supporting arms and are held in any open position, by 
forged brass sliding friction shoes. Windows are 
INSIDE glazed with steel window putty. Glass and 
putty are not furnished. 


DIMENSIONS—In order to provide for anchorage, 
over-all dimensions are actually 114” greater in both 
width and height (5%” on each of all four sides) than 
opening dimensions shown. Window dimensions, ven- 
tilator locations or glass sizes must not be varied 
from types shown. 





Projected In 
Projected Out 


SCREENS 


Ventilators projecting inwardly with fixed screens 
on the outside are the most economical and prac- 
tical. The ventilators can be opened and closed 
without disturbing the screen. Screens are easily 
installed or removed from the inside. 





When conditions do not permit the use of inward 
projecting ventilators, and screens are required, 
top hinged screens are recommended. The top 
hinged screen can be used with windows having 
standard hardware. The screen must be opened 
before operating the ventilators. Unless screens 
are ordered with windows the holes for attaching 
are not provided in the shop. 






























































Screens shall have rewireable electro-galvanized 
steel frames and solid bronze 16 mesh (.0113” 
diameter) screen cloth. Frames shall be given one 
Screen for standard coat baked enamel for inside screens and Screen for 
Projected In two coats for outside screens. Projected Out 
Ventilator Ventilator 


HARDWARE 


All hardware for Truscon Commercial 
Projected Steel Windows is designed 
for maximum service, ease of operation 
and appearance. Handles are malleable 
iron, cadmium plated. Sets 200, 203 and 
209, as illustrated, are standard. Spring 
latch and chain hardware can be fur- 
nished on outward projected ventilators 
when windows are shipped from factory. 
Wire glazing clips and standard erec- 
tion fittings are included in price. 





SET 200 me fF lCUWGl j SET 203 





Hand or Pole Operation SET Hand or Pole Operation 
For Outward Projecting Ventilator 209 For Inward Projecting Ventilator 
. Hand Operation 
For Inward Projecting Ventilators 
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Lome Projected news 




















21% 3:2" S-2f S27 25% 3:8" 38 yao" 4:103" 608" 6:08" 60g" 
Lite] —— 41 oe (eal - 4 ———+4 
«fl saff § 
TYPE 22140 32160 TYPL 220 32 
ANA 7 10 \2 « { 6 ANA 9 13 
ee fil Hh AA Ef 
“oH Ee i 
TYPE 23141 33161 A3IA1 wees TYPE 23141 33161 
AREA 10 15 20 AREA 13 19 
bag ba an HH Hn | . BG Bee HH! Hy 
623° il ba LAL tint 6-103 He Key Ea ) 
eR el EB UE Uhl Ue 
3 Al pata) Ber pre 3423602 44141 4422402 
20 25 25 33 33 42 












S161 35162 35. 3 
AREA 25.25 



































































































TYPE 36161 - 362614 3623603 46141 4622403 Solel 562614 5623603 TYPE Selbl 362614 3623603 46141 4622403 Solel 562614 5623603 
AREA 29°. 29 39 39 48 48 48 AREA 38 38 36 50 50 62 62 


(CZ) wolcates VEAT OPEMING OUT. SHADED UNITS ARE WAREMOUSE STOCK, IMDICATES VENT OPENING IA, 
ALL AITS VIEWED FLOM OUTSIDE. 


List Prices 




































































Type 12”x18” 14”x20” Type 12”x18” | 14”x20” Type ) 12x18" 14”"x20” 
*22140 $14.00 $15.00 3623603 $32.00 $34.00 52160 $18.00 $19.00 
*23141 15.00 16.00 362614 35.00 38.00 *53161 20.00 21.00 
*32160 16.00 17.00 *42140 16.00 17.00 *54161 22.00 24.00 
*33161 17.00 18.00 *43141 18.00 19.00 5423602 33.00 35.00 
*34161 19.00 20.00 ¥*44141 20.00 21.00 *55161 25.00 27.00 
*3423602 29.00 31.00 4422402 30.00 31.00 55162 25.00 27.00 
*35161 20.00 22.00 *45141 22.00 23.00 5523602 35.00 37.00 
35162 20.00 22.00 *4522402 32.00 33.00 56161 27.00 29.00 
*3523602 31.00 32.00 46141 24.00 25.00 562614 41.00 43.00 
36161 22.00 23.00 4622403 34.00 36.00 5623603 | 37.00 | 40.00 

MULLIONS AND COVERS 
No. Lights Mullion Cover No. Lights Mullion Cover 
High Price Price High Price Price 

*2 18” $1.00 $1.00 *2 @ 20” $1.50 $1.50 

*3 18” 1.50 1.50 #3 20” 2.00 2.00 

*4 18” 2.00 2.00 #4 20” 2.50 2.50 

nS 18” 2.50 2.50 *5 @ 20” 3.00 3.00 

6 @ 18” 3.00 ii 3.00 6 @ 20” 3.50 3.50 











* Indicates stock types normally carried in warehouse stock. 


HARDWARE VARIATIONS: (Weight Factor: 5) 
Bronze hardware: (Standard. design only), list per vent: 22:25 eh cece $ 3.00 
Pore hook ana S foot: pole; Tis 620503 oo tic siict peat caeereiccndeace us 6.00 
Window Cleaner anchors, list per window unit 
Provision for shade brackets: (Brackets must be furnished by others) 

(a) Open -drilied holes, list per-window unit. ccs ch LL i cactnanctceanetne 50 
(Bb): Lapped holes, list per window anit: <5 5 ccc oe ec ee Stecceccntcutecias a 














(c) Shade bracket clips,—includes provision (a) or (b), list per pair 1.25 
COMMERCIAL PROJECTED WINDOW SCREENS: 
Glass eize*12" X18" or. 34°20") vents Of cic ecccctisencceshectenstie 2 Its. 3 Its. 4 Its. 6 Its. 
Project IN vents, list per vent ................... tee 5 $ 8.20 $ 9.00 $11.20 
Project OUT vents, list per vent 9.5 10.90 11.60 13.60 
18 MESH IN PLACE OF 16 MESH, ADD LIST PER SCREEN, ANY TYPE 0000..oocccecceceeeteeeee .35 
CRATING CHARGE: 
For all jobs totaling less than 16 screens 
ADD as alistoextra, list per Order nieces eas 0 av ca Saco Sse ae ae re vakessogpce ene Pas cee actesecarsmasneadusoueneveoes tee tanes $ 6.00 
WEIGHT FACTOR: { qrinsows, Mulls. & Covers a 
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Security Windows 


Truscon Security Windows are used in store buildings, warehouses 
and other buildings where adequate ventilation and at the same 
time protection from prowlers is required. The Truscon Security 
Window is a ventilated window and guard combined in one com- 
plete unit. The ventilator is bottom hinged and is equipped with 
friction side arms to hold the ventilator in any open position up to 
a maximum opening of 30° to 35°. 

The nominal glass size of the frame lights is only 6x18” which 
prevents entrance even if the glass is removed. The ventilator lights 
are 12x18”. In glazing, glass is placed in the ventilator lights and 
the fixed lights above and below the ventilators but glass is not in- 
stalled in the guard portion, which then forms a grille over the 
opening. Windows are prepared for INSIDE putty glazing. Eight 
sizes of Security Windows are carried in stock. Mullions for join- 
ing two or more Security Windows side by side in one opening are 
also carried in stock. 








SCREENS 
ECURITY WINDOW a , : = 
% : 2 Truscon Standard Screens for Security Windows are carried in 
Hardware illustrated stock at the plant for immediate shipment. Screens shall have re- 


is standard. wireable electro-galvanized steel frames and solid bronze 16 mesh 


(.0113” diameter) screen cloth. Frames shall be given two coats of 
baked enamel before shipment. 




















64-1-12-1 



























































83-1-16-0 84-1-16-1 10 3-1-2000. 10-4-1-20-1 





Security Windows, Mullions and Screens 

















T Width Hatek List Price List Price | List Price 
yer : orEue of Windows of Mullions| of Screens 

42-1-4-0 2'-154" 3/-154" $19.00 $1.00 $5.50 
62-1-6-0 3/-2"" 3/-15/4"" 21.50 1.00 6.00 
63-1-12-0 3/-2”" 4’-8” 26.50 1.50 8.00 
64-1-12-1 3’-2”" 6/-234” 29.50 2.09 8.00 
83-1-16-0 4/-234" 4’-8” 30.50 1.50 9.00 
84-1-16-1 4!-23/4" 6'-234" 34.00 2.00 9.00 
10-3-1-20-0 5/-23/4/" 4’-8” 35.00 1.50 10.00 
10-4-1-20-1 5/-23/4" 6'-234" 40.00 2.00 | _10.00 

18 MESH CLOTH: CRATING CHARGE: WEIGHT FACTOR: 
For 18 mesh cloth in place For all screen orders covering | Windows & Mullions 5.0 
of 16 mesh ADD list per less than 16 screens ADD for |goreens 1.0 
eet as rece $0.35 crating list per order........ $6.00 
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Installations of Truscon Commodity Products 








Above: Truscon Commercial 
Projected Steel Windows 


Above: Truscon Pivoted 
Steel Windows 


Right: Truscon Residence 
Steel Casements 


wii) 


Below: Truscon Residence Steel 
Casements with alternate 


Below: Truscon Home . FE 
vertical muntins omitted. 


Development Casements 





Below: Truscon Industrial Steel Doors. Swing Type. Below: Truscon Industrial Steel Doors. Slide Type. 


suis 
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Industrial Doors and Pressed Steel Frames 


| Series 31 


The stiles, top and bottom rail and pressed steel frames are made from No. 14 gauge pressed steel 
tube 5” x 134”, corners are welded solidly and ground smooth. Sash panel doors are stock types, but 
solid panel doors will be furnished for shipment from Youngstown at same price. 


Glass is set in bed putty and held in place by con- 
tinuous glazing angles placed on inside. Glass 
and putty not furnished. Pressed steel frames of 
heavy construction are available for use with 
swing doors. They are reinforced at hinge points 
and masonry anchors are furnished. 








DOOR, DIMENSION 
DOOR, OPENING 


be 7 1 ap | / 
4 N eee SS ne ome 3 
_—————— Resta: 
































L yA DOOR DIMENS ion Seed ee ED i AD a 
HORIZONTAL SEC O ole DOOR OPENING ___|. 
STHGLL SWING. DOOR HORIZONTAL SECTION 

pen ie O87) SINGLE SLIDE DOOR. 


Orders for Swing type doors must clearly state whether single swing doors have hinges on left or 
right hand side and to swing in or out, all assuming a position outside the door and facing it—also 
orders for double swing doors must state swing in or out. 

Orders for single slide doors must state whether doors slide left or right as viewed from outside. 
All double slide doors slide apart. 


DIMENSION TABLE—STOCK TYPES 























Swing & Slide Swing Door Swing Door Slide Door 
Door Size of Door Size of Opening *Masonry Opening Size of Opening Glass 
No; Size 
Width Height Width Height Width Height Width Height 

a 2670 ve 554” 6'-11%4" ore 6” ae 0” 2's gr" hs 114” i Si §'-1014" Oxs"x16” 
2 3070 2'-1154" 6-114" gt 0” Ae 0” af ot ar 144” ee ad 6'-1014" 12%5"«16" 
2 3676 3'- Shg” | Tl Si, 3'- 6” 7'- 6” 3'- 9" | 7'- 71%" 3'-3” 7'- 414" |10%"x19" 
wm» 4080 3'-1154" | 7'-114%4" 4°. 0" 8'- 0” 4’ 3” 8'- 114" 3’.9” 7'-1014" |1214"x22" 
5 50-100 4-115" 9'-11% 5'- 0 10’- 0 5’- 3 10'- 114” 4’-9" 9’-1014" |12 "x2214" 
S 5070 4'-1154" 6'-111%4" es ” a? 0” B33" as Lege 4’-9” 6'-1014" Oxe"x16” 
A 6070 5'-1154" | 6'-1114" 6-0" 7-0" 63" Peteae tL" 6-103" |12%48"x16" 
2 7076 6'-115%" | 7'- 514" Tn Oe i Ws 3" | 7. 744" 6'-9” 7'- 414" 1101%"x19" 
3 8080 Meiien” | Fall” e Be Oo Pee Be le ie) Soe oct one are eae e 
a 100-100 9'-1154" 9’-1114” 10’- 0” 10’- 0” 10’- 3” 10'- 114” 9’-9” 9'-1014" |12 "x2214" 


*MASONRY OPENING DIMENSIONS APPLY TO USE OF TRUSCON PRESSED STEEL 
DOOR FRAMES. 
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Industrial Doors and Pressed Steel Frames 
Series 31 Hi 
ee 31155 4 
25% pas , poe [ 
cies | 
2 {{]] 3 || | | a rs 
TOY = ) go 
0 aXe) us | 
Type 2670 ~~ 3070 "3676 4080 
Swing 35.00 37.00 42.00 46.00 58.00 
Frame 13.80 14.10 | 14.70 15.40 | 18.50 
Slide 58.00 60.00 69.00 72.00 89.00 
r 92-11% - 
=—— 7-11% 
p41 — b— 5-195 —+ | 
r | 
| | ‘x 
Type 5070 6070 8060 100100 
Swing 83.00 87.00 97.00 105.00 135.00 
Frame 17.40 17.90 18.90 | 19.90 23.50 
Slide 120.00 127.00 142.00 |} 151.00 186.00 
WEIGHT FACTOR: SWities coco ae eas 3.0 
Brame oe eee tae 3.0 
po Vs (Rw RES a ACRoer eae as 3.0 


Prices shown in tables above include the following items of hardware: 
Slide doors: Complete track equipment, hasp and staple, handles, floor guides and door stops. 
Swing doors: Hinges and top and bottom bolts for inactive leaf of double doors. 

NOTE: Swing door prices do not include lock or lever latch—See “Standard List Ex- 


tras’. Slide door prices include hasp and staple for padlocking but no padlock is included 
or furnished. 


For other hardware refer to “Standard List Extras”. 





STANDARD LIST EXTRAS 


HARDWARE VARIATIONS: 


Cylinder Locks. 
One cylinder lock required per door opening.— 
(a) For swing doors. 
With iron handles, list per lock 


it ale tee Mane ietar aa ane Ae ep ceLateel Gat en Snaeen ea SI $ 36.00 
Wath bronze: handies, list-per lock io a Se fe es 40.00 

Lever Latch for swing doors (without padlock). 

POISE OECD GODS ee soe. at Sse Se NE SP a SU a aia tee 4.00 
Bit Key Lock for swing doors. 

(Not furnished or attached on leaves exceeding 32 square feet in area) 

(a) With steel plated knobs and escutcheons, list per lock 22.0.0. cccecceceeeceeceeeceeceeeceeee 18.50 

(b) With wrought bronze knobs and escutcheons, list per lock 2...0...0....occececcceeeeeeeeceee 21,50 
Hook Back and Ring for swing doors. 

ist pera or lea ee ke reg see ee Pe On Geen nee eS ee ea 1.50 


WEIGHT FACTOR—AII list extras—3.0 
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‘Truscon 
Quality Commodity Products 


In Keeping With Standard Specifications 


GROUPI STEEL BUILDING SPECIALTIES 


Basement Windows 
Screens and Storm Windows 
Utility Windows 
Screens 
Lintels 
Formed and Hot Rolled 
Coal Chutes 
Mortar Boxes 
Duplex Steel Bridging 
Wall Ties 


GROUP II STEEL WINDOW & DOOR COMMODITIES 


Casement Windows and Screens 
Horizontally Pivoted Windows 

Commercial Projected Windows and Screens 
Security Windows and Screens 

Industrial Doors and Frames 


GROUP III METAL LATH PRODUCTS 


A-Laths and Hyrib Lath 
Herringbone Laths 

Self Sentering 

Trussit 

Diamond Lath 

Stucco Steel 

Insulmesh 

Plasterbord 

Expanded Metal 

Corner Beads and Cornerite 
Channels and Studs 


GROUP IV REINFORCING STEEL COMMODITIES 


Welded Steel Fabric 
Curb Bars 

Edge Protectors 
Steel Inserts 


TRUSCON 


TRUSCON STEEL COMPANY 


Youngstown, Ohio 
Warehouses and Sales Offices in Principal Cities 
DEALERS EVERYWHERE 





Printed in U. S. A. 











OEY 





Digitized by: 





INTERNATIONAL 


ASSOCIATION 
FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 


www.apti.org 


BUILDING 
TECHNOLOGY 
HERITAGE 
LIBRARY 


https://archive.org/details/buildingtechnologyheritagelibrary 
From the collection of: 


‘NATIONAL 
BUILDING 
ARTS 
CENTER 


http://web.nationalbuildingarts.org 

















Truscon Sales and Engineering Offices 


Albany, N. Y., 75 State Street 

Albuquerque, N. M., 107 S. 4th Street 

Altoona, Pa., 6 Log Cabin Court 

Atlanta, Ga., 610 Rhodes-Haverty Building 
Baltimore, Md., 330 W. 24th Street 
Birmingham, Ala., 1105 Martin Building 
Boston, Mass., 38 Chauncy Street 

Buffalo, N. Y., 402 Sidway Building 
Charleston, W. Va., 501 Virginian Land Bank Bldg. 
Chattanooga, Tenn., 901-2 James Building 
Chicago, IIl., 201 North Wells Street 

Cincinnati, Ohio, 1026 Dixie Terminal Building 
Cleveland, Ohio, 1505 Builders Exchange Building 
Columbus, Ohio, 1000-04 Atlas Building 

Dallas, Texas, 415 Construction Building 
Dayton, Ohio, 30 S. Ludlow Street 

Denver, Colo., 820 Twelfth Street 

Des Moines, Iowa, Hubbell Building 

Erie, Pa., 309 Schenley Drive 

Detroit, Michigan, 615 Wayne Street 

Fort Wayne, Ind., 302 Old First Bank Bldg. 
Greensboro, N. C., 935 Jefferson Standard Bldg. 
Harrisburg, Pa., 600 North Second Street 
Houston, Texas, 823 M. & M. Building 
Indianapolis, Ind., 805 Union Title Building 
Jacksonville, Fla., 504-6 Hildebrandt Bldg. 
Kansas City, Mo., 204 Finance Building 
Knoxville, Tenn., 705 General Building 

Little Rock, Ark., 5224 “U” Street 


_Los Angeles, Cal., 5480 East Slauson Avenue 


Louisville, Ky., 622 So. 5th Street 

Memphis, Tenn., 586 Shrine Building 

Miami, Fla., 1333 N. Bayshore Drive 
Milwaukee, Wis., 6111-6115 Plankinton Building 
Minneapolis, Minn., 738 Baker Building 
Nashville, Tenn., 801 Nashville Trust Building 
Newark, N. J., 605 Broad Street 

New Haven, Conn., 42 Church Street 

New Orleans, La., 1143 Canal Bank Building 
New York, N. Y., 155 E. 44th Street 

Norfolk, Va., 22nd and Manteo Street 

Oklahoma City, Okla., 1 N. W. First Street 
Omaha, Neb., 851 Insurance Building 

Peoria, Ill., 306 Lehmann Building 

Philadelphia, Pa., 906 Architects Building 
Phoenix, Ariz., 222 Luhrs Building 

Pittsburgh, Pa., 2544 Oliver Building 

Portland, Oregon, 2139 No. Kerby Avenue 
Richmond, Va., 222 East Broad Street 

St. Louis, Mo., 1005 St. Louis Mart Bldg. 

Salt Lake City, Utah, 1526 S. West Temple Street 
San Antonio, Texas, 909 Builders Exchange Bldg. 
San Francisco, Cal., 604 Mission Street 
Scranton, Pa., 203 Colfax Avenue 

Seattle, Wash., 907 Lloyd Building 

Syracuse, N. Y., 642 Gurney Building 

Tampa, Fla., P. O. Box 1512 

Toledo, Ohio, 314 Commerce Guardian Bank Bldg. 


Washington, D. C., 700 Investment Building 


RAILROAD DEPARTMENT, YOUNGSTOWN, OHIO 
PRESSED STEEL DIVISION, Offices and Plant, CLEVELAND, OHIO 
FOREIGN TRADE DIVISION, Chrysler Bldg., 405 Lexington Ave. NEW YORK, N. Ye 
TRUSCON STEEL COMPANY OF CANADA, Limited, WALKERVILLE, ONT. 


Truscon Warehouses 


Birmingham, Ala. 
Boston, Mass. 
Buffalo, N. Y. 
Chicago, III. 
Cincinnati, Ohio 
Cleveland, Ohio 
Dallas, Texas 
Detroit, Mich. 
Harrison, N. J. 


Indianapolis, Ind. 
Jacksonville, Fla. 
Kansas City, Mo. 

Long Island City, N. Y. 
Los Angeles, Cal. 
Milwaukee, Wis. 
Norfolk, Va. 

Oklahoma City, Okla. 


Omaha, Nebr. 
Philadelphia, Pa. 
Pittsburgh, Pa. 
Portland, Oregon 
San Francisco, Cal. 
St. Louis, Mo. 

St. Paul, Minn. 
Washington, D. C. 
Youngstown, Ohio 


EXECUTIVE OFFICES AND PLANT: 


YOUNGSTOWN, OHIO 


Factories in: Cleveland, Los Angeles, Walkerville, Japan 








